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Abstract. Pulse-shortening and pulse broadening effects in passively mode-locked lasers are 
analysed. A steady-state pulse duration limit is calculated and compared with round-trip 
simulations. The numerical calculations apply to a picosecond N d : glass laser. Methods of 
short-pulse generation are discussed. 
PACS: 42.55R, 42.60D, 42.65 
In passively mode-locked pulsed lasers the statistical 
spontaneous emission bursts have a duration 
approximately equal to the inverse of the fluorescence 
linewidth. In the linear laser phase (constant dye 
absorption) the finite spectral gain profile of the active 
medium narrows the spectral width and broadens the 
duration of the circulating spikes. In the nonlinear 
laser phase (nonlinear dye transmission, mode-locking 
region) the most intense spike is preferentially 
amplified and strong background discrimination is 
achieved. Pulse shortening occurs in the saturable 
absorber cell. (For reviews on mode-locking see [1-7].) 
The natural mode selection in the active medium acts 
against the shortening. Intensity dependent loss 
mechanisms like two-photon absorption in N d : glass 
rods [8] broaden the pulse duration at high laser 
intensities [9]. 
In this paper we analyse the pulse shortening and pulse 
broadening effects in passively mode-locked lasers. 
Intensity-dependent stationary pulse durations are 
found by equating pulse shortening and pulse 
broadening per round-trip in the laser oscillator. In the 
mode-locking region the transient temporal 
development of a picosecond pulse with constant 
background level is simulated and the approach to the 
stationary situation is studied. 
The theory presented applies to all passively mode-
locked lasers, either pulsed or continuously working 
[10]. The numerical calculations in this paper apply to 
a passively mode-locked N d : glass laser. The 
calculations reveal conditions for optimum short-
pulse generation in the oscillator. Preliminary 
measurements with a Pockels cell intensity limiter in 
the resonator led to pulse shortening in agreement with 
the theory. 
1. Stationary Pulse Durations 
The changes of pulse duration per round-trip in the 
oscillator are analysed. Pulses are broadened by the 
finite spectral width of the gain and by intensity 
dependent nonlinear losses. Here pulse broadening by 
two-photon absorption in N d : glass rods is discussed. 
Pulse shortening occurs in the nonlinear transmission 
region of the saturable absorber. 
The pulse duration ratio f$ = AtL0/AtLb where AtL0 is 
the pulse duration after n +1 round-trips and AtLi the 
pulse duration after n round-trips, is given by 
^ = ^GAIN^TPA^DYE • (1) 
j 8 G A I N is the ratio of pulse broadening by the finite 
spectral width of the gain profile. / J X P A represents the 
ratio of pulse broadening by two-photon absorption in 
the active medium. / J D Y E is the pulse shortening ratio of 
the saturable dye. 
The spectral gain profile of the active medium 
approximately has the form [9] 
0 ( v - v o ) = G(v)/G(v o) (2) 
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Table 1. Parameters used in calculations 
0.1 1 1 0 
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Fig. la and b. Pulse duration changes per round-trip in the 
oscillator. Curves are calculated with parameters of Table 1. (a) 
Curve a, pulse broadening due to finite spectral gain width PGMti. 
Curves 1-3, pulse shortening in saturable dye / ? D Y E for (1) 
V z ) = 1 0 1 0 W/cm 2 , (2) 10 9 W/cm 2 , and (3) 10 8 W/cm 2 . (b) 
Curve a, pulse broadening due to two-photon absorption PjpA. 
Curves 1-6, pulse shortening in dye j5 D Y E for (1) ^ t L l = 500ps 
(steady state), (2) 20 ps, (3) 5ps, (4) lps, (5) 0.25 ps, and 







^ = 0.3, R2 = 0.997 
7; = 0.9 
K = IOL,D/IOL,A = 6 5 
Active Medium 
Type: Nd-phosphate glass LG703 from Glaswerke Schott 
Fluorescence halfwidth AvG = 189cm" 1 (FWHM) 
Spectral gain width Avg = 163cm" 1 ( F W H M ) [9] 
Pumped length lA = 10 cm 
Rod length lR = 13 cm 
Stimulated emission cross-section aA = 4.\ x 1 0 " 2 0 c m 2 
Two-photon absorption coefficient a ( 2 ) = 4 x 10" 1 2 cm/W 
Saturable Absorber 
Type: Kodak No. 9860 
Absorption recovery time xD = 7ps [16] 
Absorption cross-section cD = 3.1 x 10" 1 6 cm 2 
Excited state absorption cross-section aex = 0 (assumed) 
Single pass small signal transmission 7^=0.85 
Stationary Conditions 
Pulse shape: Gaussian 
Transient Start Conditions (End of Linear Phase) 
Pulse shape s(t) = (1 - jft)exp(- t2/tl) + ft 
Duration At = f 0/[2(ln2) 1 / 2] = 9 ps, t0 = 5.4ps 
Background to peak intensity ratio P=IB/IOL,I = V? 
Peak intensity J 0 i j D , i = 106 W / c m 2 
Net gain G „ = 1 . 0 3 ' 
Saturation factor 5 = 0.98 
with the gain factors 
G(v) = exp {2lAaANt exp [ - (v - v 0 ) 2 /v G ] } (3) 
and 
G(v 0) = ap(2lAtTANd * p , f * 2 ; (4) 
K l K 2 l i l 0 
lA is the length of the active medium, aA is the 
stimulated emission cross-section. Ni = N2fA — NltA 
represents the number density of inverted active ions 
that emit at frequency v 0 . A Gaussian spectral emission 
shape is assumed with an 1/e width of v G . GN is the net 
gain per round-trip at the end of the linear phase. R1 
and R2 are the mirror reflectivities. 7] accounts for 
linear losses and T0 is the small signal single-pass 
transmission of the saturable dye. The full halfwidth of 
the gain profile g(v — v 0 ) is Avg [found by setting 
Q(v~ V O ) = 1/2]. The temporal response function 
corresponding to the spectral gain profile g(v — v0) is 
approximately of Gaussian shape and has a full 
halfwidth of Atg = 0A4/Avg. The temporal pulse 
broadening per round-trip is given by the convolution 
of the pulse shape with the response function. In our 
calculations the broadening ratio is approximated by 
PGAIN ^ • (5) 
In Fig. l a the curve a shows the dependence of /? G AIN on 
Atui for a Nd-phosphate glass oscillator with the laser 
parameters listed in Table 1. The steep rise of j 8 G A I N 
when AtLfi approaches Av'1 sets a lower limit to the 
obtainable pulse duration. The halfwidth of the gain 
profile Avg is slightly smaller than the halfwidth of the 
fluorescence profile J v G = 2[ln(2)] 1 / 2 v G . A reasonable 
estimate of j S G A I N is already obtained by using AvG 
instead of Avg. 
Intensity dependent losses broaden bell-shaped light 
pulses. Two-photon absorption is observed in 
N d : glass lasers [8]. The two-photon intensity 
transmission per round-trip is 
r T P A = l + a ^ 2 / J J / 0 L > A i e x p ( - ^ ) ; ( 6 ) 
a ( 2 ) is the two-photon absorption cross-section. lR is 
the laser rod length and I0LtAti is the pulse peak 
intensity in the laser rod. t0 = J t L i / [ 2 ( l n 2 ) 1 / 2 ] is the 1/e 
temporal pulse width. A Gaussian temporal pulse 
shape is assumed. The spatially averaged two-photon 
power transmission 7^ P A is found approximately by 
using an average intensity T0L ^ . = 0.5 x / 0 L t A t i . The 
temporal broadening / ? X P A is found by calculating the 
halfwidth AtLt0 of the transmitted pulse of intensity 
distribution IL,A,0(t) = T T P A J L > M ( 0 a n d forming the 
ratio f}TPA = AtL0/AtLi. The result is 
PTPA — 
[ l n 2 + l n ( l + 0 . 5 a < 2 V o L ^ , , ) ] 1 / 2 
(ln2) 1/2 (7) 
The curve a of Fig. l b represents the dependence of the 
broadening factor j8 T P A on input peak intensity I0L>D in 
the saturable absorber for the parameters listed in 
Table 1. A ratio of K = IOLD/IOLfA = 6.5 is used in the 
calculations. The ratio applies to a hemiconfocal 
resonator with contacted dye cell at the plane mirror 
(used in the experiments) [10]. With increasing pulse 
intensity the temporal pulse broadening due 
to two-photon absorption rises strongly. The 
pulse broadening depends on the temporal pulse 
shape. Only rectangularly shaped pulses (IL(t) 
= IoL[0(t)-0(t-Atj]; 6>(C<0) = 0, 0 ( 0 0 ) = 1) are 
not broadened by two-photon absorption (constant 
intensity causes constant loss). 
The pulse shortening in the saturable dye is described 
here by a special model of isotropic interaction of light 
with a four-level system: The laser light excites dye 
molecules from the S 0-ground state (1) to a Franck-
Condon level in the S x state (2). From there the 
molecules relax infinitely fast to a temporal 
equilibrium position (3) in the S x state from where the 
molecules decay to the ground state (1). Excited state 
absorption from level (3) to a higher lying state (4) with 
infinitely fast relaxation is included. This model leads 









N0,D = N1,D + N3fD is the total number density of dye 
molecules. oD is the ground-state absorption cross-
section. cr e x denotes the excited state absorption. 
TD is the absorption recovery time. The initial con-
ditions are N3 D(t= — oo,z) = 0 and IL,D(^Z=Z^) 
= ^ 0 L , D e x P ( — t2/tl). The isotropic calculations for 
spatial rectangular pulses, (8) and (9), give about the 
same result for energy transmission and pulse 
shortening as anisotropic calculations for spatial 
Gaussian pulses. 
The shortening of Gaussian light pulses by passing 
through the contacted saturable absorber cell is 
depicted in Fig. l a and b. The parameters used in the 
calculations belong to the mode-locking dye Kodak 
N o . 9860 (Table 1). The Curves 1-3 in Fig. l a present 
/ W E versus AtLi for fixed values of I0LD while the 
Curves 1-6 in Fig. l b belong to /WE(7OL,D) f o r various 
input pulse durations AtLi. 
The saturable absorber has an optimum intensity 
region of efficient pulse shortening. This optimum 
intensity region starts approximately at the saturation 
intensity Is = hvJ{oDx^ for pulses of long duration 
(steady state situation) and shifts to higher intensity 
values with decreasing input pulse duration. The 
minimum shortening ratio / ? D Y E ) m i n * s nearly in-
dependent of the ratio xD/AtLi. The pulse shortening 
ratio is increased with decreasing initial dye 
transmission T 0 . Excited state absorption reduces the 
pulse shortening effect somewhat. The pulse 
shortening ratio is also dependent on the pulse 
shape [11]. 
More refined models of saturable absorption are 
described in [12,13]. The pulse shortening behaviour 
of the more complex models is the same. Additional 
pulse shortening by transient gratings formed in the 
contacted dye cell [14,15] is not included in our 
analysis. 
A stationary pulse duration is achieved if the pulse 
broadening effects are exactly compensated by the 
pulse shortening effects, i.e. /? = / ? G A I N / ? T P A / W E = 1 -
Figure 2 presents two equilibrium curves in the 
( z k L , / 0 L D)-plane. The solid curve belongs to the 
parameters of Fig. 1 listed in Table 1 (T o = 0.85, 
Gaussian pulse shape, a ( 2 ) = 4 x 1 0 " 1 2 c m / W , <rex = 0). 
The curve indicates a minimum steady state pulse 
duration of 0.38 ps at IOL,D- 5 x 10 9 W / c m 2 . It divides 
the plane into the two regions / and II. Transient pulse 
durations in region J are shortened until the lower 
branch of the solid curve is reached. Initial pulses in 
region / / are elongated. In region Ila the temporal 
broadening stops when the solid curve is reached 
(stable equilibrium). In region lib the pulses 
continuously broaden. The upper branch of the solid 
curve represents an unstable equilibrium. 
Saturable absorbers with excited state absorption have 
a slightly reduced pulse shortening effect. For 
(j e x = 1 x 1 0 " 1 6 c m 2 and all other parameters the same 
as for the presented solid curve the minimum possible 
pulse duration becomes AtLmin~ 0.47 ps at 
IOL,D — 4 x 10 9 W / c m 2 . The use of higher concentrated 
saturable dyes shifts the equilibrium curve to lower 
pulse durations. A small signal dye transmission of 
T o = 0.70 (<rex = 0) leads to ^ L > m i n - 0 . 2 3 p s at 
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Fig. 2. Stationary equilibrium pulse duration versus pulse 
intensity. Solid curve represents data of Table 1. The dashed 
curve is calculated for a ( 2 ) = 0. The other parameters are the same 
as for the solid curve. Pulses in region J are shortened, in region II 
are broadened 
curve for the saturable absorber N o . 5 (from Kodak or 
Lambda Physik) with the parameters <rD = 3 x 1 0 " 1 6 
cm 2 , T D = 2.7ps [16] and e e x = 0 (assumed) leads to 
practically the same result as for the dye Kodak 
N o . 9860. Despite the negligible differences in the 
stationary equilibrium behaviour, the transient pulse 
development in real pulsed mode-locked lasers is 
different for mode-locking dye N o . 5 and N o . 9860 
[17,18]. 
The dashed curve in Fig. 2 is calculated without two-
photon absorption. The other parameters are the same 
as for the solid curve (Table 1). A minimum stationary 
pulse duration of AtLmin~0.3ps is achieved at 
IOL,D — 1 0 1 0 W / c m 2 . Initial pulses below the curve are 
elongated while initial pulses above the curve are 
shortened. For absorption recovery times TD longer 
than the stationary equilibrium duration AtL(I0LD) the 
bleaching and pulse shortening becomes nearly 
independent of TD [19] and the stationary equilibrium 
curve AtL(I0L D) (dashed curve) remains unchanged. In 
this case the bleaching behaviour is determined by the 
saturation energy Es = hvL/aD. Large absorption 
cross-sections shift the equilibrium pulse duration 
curve to lower intensity values. 
2. Transient Pulse Development 
The above discussion about the stationary pulse 
duration does not indicate how fast the equilibrium is 
approached. To study the transient behaviour we 
simulated the pulse development in the nonlinear laser 
region [9]. 
At the jth round trip in the nonlinear phase the 
intensity distribution ILj(i) changes to 
/ L , i + l ( i 8 G A I N , / ) = / L , X 0 G ^ 1 ^ 2 ^ ^ , / 0 r T p A , / 0 . (10) 
The temporal broadening due to the gain medium is 
taken into account by rescaling the time axis after each 
round-trip from t~t to tj+l=f}GAlNjt. The light 
amplification in the active medium is 
= l + ( G w - l ) g 
(11) 
The net gain per round-trip at the end of the linear 
phase is set to GN = 1.03 in the presented calculations. 
The factor S ^  1 takes into account gain depletion due 
to reduction of inversion (<5 = 0.98 used in calculations). 
The double-pass pulse transmission through the 
contacted dye cell TD(t) = IL>out(t)/ILjin(t) (in linear 
region TD= TQ) is calculated by solving (8) and (9) [9]. 
The two-photon transmission 7^ P A is given 
by (6). 
The calculations start at the end of the linear phase 
with an initial pulse intensity 
h, I(0 = IOL. i [exp( - 41n2t 2 /zk 2 )(l - P) + jS]. (12) 
Equation (12) approximates the real intensity 
distribution by the most intense spike with peak 
intensity J 0 L , I a n c * a constant background level 
IB = p i 0 L t l . The background intensity IB is set equal 
to the mean spike intensity <7> in the resonator 
which is given by </> = J8/ 0 L,I ~ JoL,i/l n(2w)> where 
m=T/{2At0) is the number of pulses within the 
resonator round-trip time T=2L/c (L resonator 
length, L = 1.5 m in our case) [6]. 
In Fig. 3 numerical results for a mode-locked N d : glass 
laser with saturable dye Kodak N o . 9860 are presented 
(parameters in Table 1). The initial pulse parameters 
are taken from theoretical studies of the prelaser and 
linear laser phase [20] and are experimentally verified 
by measuring the spectral width of the free-running 
laser (without saturable absorber). After a certain 
intensity level is reached the laser intensity is kept 
constant for further round-trips as is indicated in 
Fig. 3a. The calculated pulse durations versus the 
number of round-trips in the nonlinear phase are 
shown in Fig. 3b. For the constant intensity region the 
Curves 1-3 start in region / of Fig. 2 and pulse 
shortening is achieved. About 200 round-trips are 
necessary to approach the steady state equilibrium. 
The constant intensity values of Curves 4 and 5 
(^OL,D = 6.5 x 10 9 W / c m 2 and 2.6 x 1 0 1 0 W/cm 2 ) lie in 
region lib and the pulses are gradually elongated. The 
steady state limits l'-3' expected from Fig. 2 are not 
reached since the evolving temporal pulse profile 
deviates from Gaussian shape. 
100 




Fig. 3a and b. Pulse development in mode-locking region of the 
laser, (a) Development of the peak pulse intensity, (b) 
Corresponding pulse durations. Parameters of Table 1 are used 
in the calculations. Experimental points belong to pulses limited 
T O JOL,Z>-3 x 10 1 0 W / c m 2 with an intracavity Pockels cell. They 
should follow Curve 3 (stationary intensity I0L D = 2.6 x 109 
W/cm 2 ) 
TIME t [ps] 
Fig. 4. Temporal pulse shape along the pulse train. Curve (1), 
shape at end of linear phase, (2) after 100, (3) 200, and (4) 300 
round-trips in nonlinear phase. Curves belong to pulse 
development depicted by Curve 2 in Fig. 3 (stationary intensity 
f o L , i > = 6 - 5 x 1 0 8 W/cm 2 ) and data of Table 1 
The approached stationary pulse duration is 
independent of the initial pulse duration. In the 
transient mode-locking region of the laser, shorter 
starting pulses result in shorter final pulse durations 
[9,21-24] if the net gain per round-trip is high enough 
that the initial pulse does not die out and only the 
trailing background signal survives. (Curves 2 and 2 in 
[9, Fig. 4] are correct for GN<* 1.05. For GN = 1.03 the 
initial pulse is absorbed and the background signal at 
the trailing edge of the pulse forms a pulse with 
duration longer than Curves 1 and V of the same 
picture.) 
Figure 4 shows the temporal pulse shape at the 
beginning of the mode-locking region, after 100, 200, 
and 300 round-trips for Curve 2 of Fig. 3. A n 
asymmetric shape is formed due to the finite 
absorption recovery time and the background signal. 
The calculated pulse asymmetry is in agreement with 
experimental findings [25, 26]. 
3. Prospects of Short Pulse Generation 
In conventional passively mode-locked lasers the 
optimum intensity region of efficient pulse shortening 
is passed too fast (Fig. 3a) and the minimum possible 
pulse duration is not achieved. The obtained peak 
intensity in the pulse train maximum can only be 
slightly influenced by mirror reflectivity. The region of 
pulse broadening by two-photon absorption is reached 
in mode-locked N d : glass lasers. The intensity region 
of optimum pulse shortening in the absorber may be 
brought to the region of maximum peak pulse intensity 
by changing the resonator configuration and 
appropriate positioning the absorber cell in the 
resonator (influence of factor K = I0LTD/I0LFA) or by 
applying a lens system in the resonator. Positioning the 
dye cell to a low intensity position in the resonator 
makes it difficult to start the mode-locking process 
since then even the most intense laser spike of the linear 
laser region does not reach the mode-locking threshold 
[20]. The use of two dye cells at different positions 
overcomes this problem as was checked 
experimentally. 
Another possibility of pulse shortening is to fix the 
laser intensity in the resonator to the optimum pulse 
shortening region with an intensity limiter. In 
preliminary experiments we inserted a dielectric 
polarizer and a Pockels cell into the oscillator. With a 
photodiode triggered krytron system the Pockels cell 
was operated [27] when the laser intensity approached 
a value of I0L,D around 3 x 10 9 W / c m 2 . The voltage to 
the Pockels cell was regulated in such a way that the 
gain per round-trip became equal to the loss at the 
polarizer. The circulating pulse intensity remained 
approximately constant over up to fifty round-trips. 
The intensity limitation by the Pockels cell and 
polarizer does not cause a pulse broadening as 
intensity limitation by two-photon absorption does 
[28]. The pulse duration could be shortened from 6 to 
3 ps. The experimental points are included in Fig. 3. 
They should follow the theoretical Curve 3 which was 
calculated for IOLfD — 2.6 x 10 9 W / c m 2 . The agreement 
between the experimental points and the calculated 
curve is fairly good. 
4. Conclusions 
The temporal pulse development in passively mode-
locked lasers was studied. The numerical examples 
were restricted to a pulsed passively mode-locked 
N d : glass lasers but the theoretical considerations 
apply as well to other passively mode-locked laser 
systems. Without external manipulations the optimum 
intensity region for efficient pulse shortening is passed 
too fast and high intensity values are approached, 
where nonlinear loss mechanisms broaden the pulse 
duration. The insertion of a Pockels cell intensity 
limiter opens the possibility of optimum pulse 
shortening in the laser oscillator. 
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